Autek IFIX969 Car Diagnostic Tool Full System Full Function Support Multi-Language Online Update Special Function
Autek IFIX969 Profession Diagnostic Tools with all system series diagnostic for gauge and DIYer
Languages：English, Spanish, Russian, French, Russian, German, Italian, Portuguese, Polish, Chinese Traditional

Supported Most of Car Models
For American Cars

for Ford, for GM, for Chrysler.

For European cars
for BMW, for Mercedes Benz, for Audi, for Alfa romeo, for Citroen, for Fait, for Jaguar, for European Ford, for Landrover, for Vauxhall, for Mini, for Opel, for Peugeot, for Renualt, for Seat, for Skoda, for VW, for Volvo, for Porsche, for Lancia, for Saab, for Smart
For Australian cars
for Holden, for Australian Ford.
For Asian cars
for Toyota, for Infiniti, for Honda, for Hyundai, for Acura, for Isuzu, for Kia, for Lexus, for Mazda, for Mitsubishi, for Nissan, for Produa, for Proton, for Subaru, for Daewoo, for Daihatsu, for Ssanyong, for Suzuku.
Functions:

Autek IFIX automotive service tools are not limited to reading fault codes on vehicle systems, it also features ECU control, ECU programming and guided trouble shooting.
ALL Cars with Full System Diagnosis

Read DTC and Clear DTC

Read Live Data Stream

Read Vehicle Informaiton(VIN,ECU)
USB 2.0 Upgrade for latest test

Component Adaptations after replacement

ECU CODING and ECU Programming

Quick test functions to help you know the vehicle hardware configuration completely

Identify most CAN(Year,Make,Model,Engine)-Less time waiting and more time fixing

Get DTCs faster with DTC database and millions of confirmed experice based fixes

Diesel Engine, Gasoline Engine, ABS, EDL, ASR, ESP, AIR-BAG, Immobilizer

Vehicle Electrical Control Unit-BCM, Trailer function AHF,Radion-Navigation

Multiple language support to meet different market demands
Description
All Systems All Functions

Asian, European, American car makes supported

Quick Test function for most vehicle systems

All electronic systems supported

Read code & clear code

Live data graphic with 2 channels

Request live sensor data

Retrieve ECU information

Component test

Special function support including most commonly required service features like brake deactivation, Calibration, service features like brake deactivation, Calibration, service reset, steering angle sensor(SAS), DPF regeneration etc.
Only OBDII supported

Software update via USB

Specification

Operation system: Linux
Memory:       64 RAM

Flash:          8G

Display:        4.3”(480*272 pixels)

Operating temperature: -20 ～ +60℃(+32 ～ +140℉)
Storage temperature:  -20 ～ +70℃(-4 ～ +158℉)

Power supply: 12-18V power provided via vehicle battery or adaptor

Packing dimension: 290*220*80mm(L×W×H)
Net weight:  1.4Kg

Gross weight: 1.5Kg

Packing list:

Tool Bag     
       1pc
Main unit     
       1pc
Main Cable    
       1pc

OBDII-16 Connector   
1pc
Citroen-16C Connector  1pc

USB Cable    
       1pc

User Manual   
       1pc
